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EXISTING 8" COMPACTED AGGRECATE BASE WITH
BITUMINOUS SURFACE, 20" WIDE

5 1/2"+ EXISTING HOT—MIX ASPHALT, 20" WIDE

3/47/FT. TYP.

TYPICAL CROSS—SECTION _DETAIL

STA. 0400 TO_STA. 252+80

CENTERLINE STRIPE

EDGELINE STRIPE
(ON PAVED SHOULDER)
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HOT-MIX ASPHALT DATA TABLE

LA LV L T AN

BIT. HOT-MIX

BINDER, WIDENING, SURFACE SAND SEAL INCIDENTAL

CLASS D PATCHES COAT SPECIAL | SURFACING
PG GRADE PGE64—22 PG58~22 PG58-22 PG58-22
MAX % RAP '
ALLOWABLE** 25% 15% NONE 15%
DESIGN AR 4.0% @ 4.0% © N/A 4.0% ©
VOIDS N50 N30 N30
MIXTURE i 12.5 OR IL 8.5 OR IL 12,5 OR
COMPOSITION iL. 18.0 L 9.5 FA-22 iL 9.5
FRICTION
AGGREGATE MIXTURE C MIXTURE C
DENSITY TEST NUCLEAR/ SATISFACTION | SATISFACTION | SATISFACTION
METHOD CORES CORRELATION | OF ENGINEER | OF ENGINEER | OF ENGINEER

** |F RAP OPTION IS SELECTED, THE ASPHALT CEMENT GRADE MAY NEED TO

BE ADJUSTED. THIS WILL BE DETERMINED BY THE ENGINEER.

)
{

PROPOSED AGGREGATE SHOULDERS, TYPE B

21/4"70 0" IN 3

SHOUIDER EXCAVATION AND HOT-MIX ASPHALT SHOULDERS, 6"
(TYP.. BOTH SIDES), PAY WIDTH 1'-2 1/4"

3/4" BITUMINOUS HOT—MIX SAND SEAL COAT (SPECIAL)
PLUS 28 LB. PER SQ. YD. FOR CROWN CORRECTION

1 1/2" HOT—-MIX ASPHALT SURFACE COURSE, MIX "C", N30

CO. HWY. V32 | SECTION: 05--00096—~03~RS

GRUNDY COUNTY, ILLINOIS
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NOTE: LEVELING BINDER (MACHINE METHOD) N30 SHALL

BE USED ONLY AT AREAS THAT REQUIRE HOT-MIX
ASPHALT SURFACE REMOVAL 1 ",

GRANULAR MATERIALS

AGGREGATE PRIME COAT

HOT-MIX ASPHALT - WIDENING,
LEVEL BINDER,
SURFACE COURSE

SHORT-TERM PAVEMENT MARKING

2.10 TON/CU YD
BITUMINOUS MATERIALS PRIME COAT 0.10 GAL/SQ YD (RC 70) OR 0.40 GAL/SQ YD (MC 30)

0.002 TONS/SQ YD
112 LBS/SQ YD/INCH

10 FT/100 FT OF APPLICATION

STATE OF ILLINOIS
COUNTY OF GRUNDY
COUNTY ENGINEER
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